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QUIN S YN ®  A F T E R M A R K E T  F LUID S

Marca Quincy   QuinSyn Flex  QuinSyn  QuinSyn Edge  QuinSyn Prime  QuinSyn Endur a QuinSyn FG46

Tipo   PAO/Diester  PAO  PAO/POE Blend  PAG  POE  PAO

Viscosidad I   Good  Good  Good  Good  Good  Good

Fluidez a bajas temperaturas  Good  Good  Good  Good  Good  Good

O xidación   Good  Very Good  Excellent  Good  Excellent  Very Good

C ompatibilidad con aceites minerales    Excellent  Excellent  Good  Fair  Fair  Excellent

Baja   V  olatilidad  Good  Excellent  Excellent  Good  Excellent  Excellent

Estabilidad Hidráulica   Good  Excellent  Good  Very Good  Good  Excellent

Propiedad antioxidantes  Good  Excellent  Good  Excellent  Good  Excellent

Solubilidad aditiva   Good  Good  Good  Good  Excellent  Good

Estabilidad termal  Good  Good  Excellent  Good  Excellent  Good

Solubilidad en agua  Nil  Nil  Nil  Excellent  Nil  Nil

Expectativa de vida   8,000 8,000 8,000 8,000 10,000 4,000

Property  ASTM Test

ISO Grade  D-2422  46 46 46 46 46 46

Viscosity at 40° C  D-445  47.3 40.3 46.3 46.8 46.5 46.9

Viscosity at 100° C  D-445  7.7 7.3 7.5 8.5 6.9 7.9

Viscosity Index  D-2270  132 147 127 160 103 139

Speci�c Gravity at 60° F  D-1298  0.84 0.83 0.88 0.99 0.91 0.83

Density (lbs./gal.)  D-1298  7.2 6.94 7.39 8.30 7.60 6.91

Flash Point (°F)  D-92  500 515 540 480 500 475

Pour Point (°F)  D-97  -49 -65 -58 -60 -60 -76

Foam Test Sequence II  D-892  < 25 mL  < 25 mL  < 25 mL  < 25 mL  < 25 mL  < 25 mL

  

Propiedades y Desempeño de los Fluidos Quinsyn


